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WARNING ! You must practice installing, using, and removing this stand at ground level 
until you are knowledgeable and comfortable with this product, only then can you use 
it at heights above the ground. Failure to follow these instructions may cause serious in- 
jury or death.

WARNING! BEFORE installing, using or removing this stand make sure all nuts and bolts 
are secure. CHECK all hardware and straps to make sure no damage has occurred to har-
ware and the straps are not cut or frayed. Keep straps from coming in contact with any 
sharp edges. DO NOT USE THIS PRODUCT IF ANY DAMAGE IS SUSPECTED. Failure to 
follow these instructions may cause serious injury or death.
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STEP 9: Partially pull the platform down as seen in Figure 24. 

STEP 8: Pull down on the stand to make it slide down the tree to remove the slack from the 
strap.

STEP 7. Aƅach the strap to the  strap hook on one side of the upright and wrap it around the 
tree, making sure it is not twisted and aƅach to the strap hook on the opposite side and pull 
tight and seen in Figure 22. NOTE: The strap should go straight around the tree and not angle up 
or down.







STEP 1: If you are exiting the stand leave your harness tether aƅached to the tree and step
onto your climbing aids (stick ladder, sectional ladders steps, etc.) Connect yourself 
securily to the tree with your climbing belt and full body harness and only then can you 
disconnect the harness tether from the tree. If you are ascending (climbing up) from the 
ground stay connected to the tree with your full body harness and climbing belt from the 
time you leave the ground until the time you return to the ground.
STEP 2: At treestand level and after making sure you are balanced and secure on your 
climbing system and securely aƅached to the tree with your full body harness and linemans 
belt you can remove the seat pin from under the seat and fold the seat down and the platform 
up until the stand is flat against the tree as seen in Figure 31. Now replace the seat pin and 
screw it tight as seen in Figure 32.






